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Aaron takes his experience from his roots 
which run deep into the Jamaican culture of 
home-built competitive sound systems. He’s 
been a DJ and a sound engineer, worked in the 
underground world of music and with high-end 
international bands. He applies his hard-earned 
knowledge to his designs.

As well as designing top-class equipment, 
Aaron still works as a professional sound 
engineer, and you can find him at: front of 
house, mixing monitors or as a system tech 
running the whole audio system depending 
on the current job. 

He uses top of the line component 
manufacturers, the best materials, and 
attention to detail. Three factory locations 
assemble his professional audio equipment 
to his exacting standards. 

Aaron B is more than a brand it’s a way of life 
for anyone who respects the quality of sound.



The Pure P8, a passive two way system
Next is the 8” compact Pure Series P8, a versatile 
two way mid/hi speaker. We use high-quality birch 
ply for superior durability, finish and sound qualities. 
Naturally the selected essential components give 
excellent performance in delivering superb sound. 
Flexible mounting options let you put the speaker 
where you need it. Black or white are standard 
finishes, but there are plenty of custom colour 
options. The P8 gives you higher SPL levels and 
broader frequency response than the P6. The P8 is 
an excellent short-throw speaker that offers superb 
clarity and definition. The neat, stylish P8 fits many 
applications - as a wedge monitor (vocal, light 
instrumental), fills and delays for Houses of Worship, 
theatres, corporate AV, leisure and retail installations. 
The P8 combines with either the P10S or P12S 
subwoofers for a complete system. Phase coherent 
and superb. Reliable performance use the Aaron B 
DSP and amplifier systems. 

Applications
Portable & Installation sound

Bar & Club systems

Theatres

Houses of Worship

Corporate & AV systems

Retail & Leisure centres

Vocal & acoustic stage monitor

 
Key features
Compact birch plywood enclosure

Multi-angle function

90 x 50 Rotatable horn

Multiple mounting options

Top hat mount

NL4 connectors 

Left and Right mirror versions

Available in Black or White

Specifications
Type Compact Mid/Hi Speaker System

Components LF 1×8”(200mm)/2”voice coil, 

HF 1×1”(25mm)/1.7”voice coil

Power rating 150W RMS, 450W Peak

Impedance 8 ohms

Dispersion 90 x 50°

Frequency 
response 68Hz – 18kHz (Preset)

Sensitivity 102.5 dB

Maximum SPL 123.4 dB

Crossover 2.8kHz Passive

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 450mm x W 240mm x D 236mm

Weight 10.6 KG
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PURE SERIES P6 PURE SERIES P8
Applications
Portable & Installation sound

Bar & Club systems

Theatres

Houses of Worship

Corporate & AV systems

Retail & Leisure centres

Vocal stage monitor

 
Key features
Compact birch plywood enclosure

Multi-angle function

Conical 120° HF horn

16 ohm impedance

Multiple mounting options

NL4 connectors

Left and Right versions

Available in Black or White

Specifications
Type Compact Mid/Hi Speaker System

Components LF 1 x 6.5” (165mm) 2” voice coil 

HF 1 x 1” (25mm)/1.4” voice coil

Power rating 120W RMS, 360W Peak

Impedance 16 ohms

Dispersion 120°

Frequency 
response 75Hz – 18kHz (Preset)

Sensitivity 96.3 dB 

Maximum SPL 117 dB

Crossover 3.2kHz Passive

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 375mm x W 215mm x D 202mm

Weight 6.7 KG

The Pure P6, a passive two way system
The smallest speaker in the Pure Series, the P6, is 
compact and can be tucked discreetly into a small 
space. The flexible, adaptable mounting system gives 
you plenty of options – hang it from the ceiling, attach 
it to a rear wall or mount it on a truss. Black and white 
are standard colour options, contact us for others. 
This compact speaker gives you high quality and detail 
at lower volumes, makes it the perfect choice for 
Houses of Worship, theatres, corporate AV systems, 
leisure and commercial premises. You can run eight 
of these speakers from one amp channel giving you 
a cost-effective installation for your budget.
Do you want a full range system in a small space? 
The Aaron B range is designed to allow you to add in 
the Pure Series P10S subwoofer to give you the ideal 
bass extension. They are phase coherent with perfect 
crossover points but for the complete package, you 
want the Aaron B DSP and Amplifier. 



The Pure P10, a passive two way system
The Pure Series P10 is the first full-range compact 
speaker in this collection. The standard colours are 
black and white but contact us for custom colours. 
Like the rest of the Pure Series sound equipment 
designed and produced by Aaron B, the P10 is user 
friendly with straightforward installation, operation, 
and versatile application. When you want a full level 
high-quality sound, the P10 with its lower level 
frequency response of 64Hz is the compact speaker 
you need. Plenty of mounting accessories, including 
a pole mounting with the subwoofer. This speaker 
hangs where you need it. An excellent speaker to 
provide a quality sound projection for a small live 
music event (FOH or monitor) or installed as part of 
the music system. The P10 delivers high-quality, clear 
sound – consistently and reliably. You can use the P10 
with either the P12S or the P15S subwoofer, along 
with the Aaron B DSP and amplifier solutions 
to give you the complete package with phase 
coherence guaranteed. 

The Pure P12, a passive two way system
The compact 12” Pure P12 is a two-way full-range 
speaker with a lower frequency response of 56.6Hz. 
Plenty of applications where you want a full range 
high quality sound like a portable DJ system, club 
installation, FOH/Monitors for small live events, and 
installed sound in leisure clubs, theatres, and Houses 
of Worship for starters. Pair the versatile P12 with 
subwoofers P15S or P18S. Be sure to use the Aaron 
B amplifier and DSP solutions for complete system 
phase coherence and excellent sound engineering. 
Whatever your application or installation, the range 
of mounting accessories let you place the P12 for 
maximum effect, projecting your desired sound 
precisely and accurately. We rate the P12 as a 
standard speaker, but we don’t skimp on quality. Birch 
plywood, for a durable, low resonance enclosure and 
high-performance components, give you a superb 
speaker at the best price. Standard colours are black 
and white, but you can discuss a range of other colour 
options with us.

Applications
Portable & Installation sound

Bar & Club systems

Theatres

Houses of Worship

Corporate & AV system

Retail & Leisure centres

Stage monitor

 
Key features
Compact birch plywood enclosure

Multi-angle function

90 x 50 Rotatable horn

Multiple mounting options

Top hat mount

NL4 connectors

Left and Right mirror versions

Available in Black or White

Applications
Portable & Installation sound

Club systems

Theatres

Houses of Worship

Corporate & AV systems

DJ & Live music events

Stage monitor

 
Key features
Compact birch plywood enclosure

Multi-angle function

90 x 40 Rotatable horn

Multiple mounting options

Top hat mount

NL4 connectors

Left and Right mirror versions

Available in Black or White

Specifications
Type Compact Full Range Speaker System

Components LF 1×10”(250mm)/2.5”voice coil, 

HF 1×1”(25mm)/1.7”voice coil

Power rating 250W RMS, 750W Peak

Impedance 8 ohms

Dispersion 90 x 50°

Frequency 
response 64Hz – 18kHz (Preset)

Sensitivity 104.9 dB

Maximum SPL 126.9 dB

Crossover 2kHz Passive

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 500mm x W 328mm x D 302mm

Weight 15.8 KG

Specifications
Type Compact Full Range Speaker System

Components LF 1×12”(300mm)/3”voice coil, 

HF 1×1”(25mm)/1.7”voice coil

Power rating 300W RMS, 900W Peak

Impedance 8 ohms

Dispersion 90 x 40°

Frequency 
response 56.6Hz – 18kHz (Preset)

Sensitivity 106.1 dB

Maximum SPL 130.1 dB

Crossover 2kHz Passive

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 571mm x W 374mm x D 350mm

Weight 19.2 KG

3 4

PURE SERIES P10 PURE SERIES P12



The Pure P15, a passive two way system
The Pure P15 is the largest two-way full-range 
speaker in the Aaron B Pure series. Excellent 
frequency response down to 50Hz makes this a 
superb speaker for any application needing full-range 
high-quality sound. Fantastic for many applications, 
including portable DJ systems, club music systems, 
and small live music events where it serves as FOH 
or stage monitor. All the speakers in the Pure series 
have excellent flexibility in mounting options – truss, 
top hat, pole, rear wall, and ceiling. You can put this 
speaker almost anywhere. Standard colour choices 
are black and white, but if you prefer a more vibrant 
colour, get in touch, and we can discuss customising 
the speaker for you. High-quality Birch ply gives you 
durability and excellent sound qualities. When you 
are combining the complete system, you need P18S 
or P21S subwoofers, with our DSP and amplifier 
solutions for phase coherence and excellent 
control of your soundscape. 

The Pure P10S, an Ultra compact 
subwoofer
The Pure P10S is the bass extension for the P6 and 
P8 speakers. It comes with an M20 mount so that 
these can be pole mounted. The P10S is a compact 
subwoofer speaker that is perfect for portable and 
installed applications with its neat, unobtrusive size.
For low volume applications where you need excellent 
detail, this subwoofer speaker gives you everything 
you need. For performance, reliability, and guaranteed 
phase coherence when used with the Aaron B 
amplifier and DSP solutions. The P10S is fantastic for 
background music, installations including Houses of 
Worship, Retail, Commercial, Corporate AV, theatres 
and Leisure. Standard finish is black or white, but 
other colours are available if needed. 

Applications
Portable & Installation sound

Club systems

Theatres

Houses of Worship

DJ & Live music events

Stage monitor

 
Key features
Birch plywood enclosure

Multi-angle function

90 x 40 Rotatable horn

Multiple mounting options

Top hat mount

NL4 connectors

Left and Right versions

Available in Black or White

Applications
Portable & Installation sound

Bar & Restaurant systems

Corporate & AV systems

Retail & Leisure centres

Acoustic Live Music

 
Key features
Ultra-compact birch plywood enclosure

300W

M20 Top hat mount

NL4 connectors

Available in Black or White

Specifications
Type Full Range Speaker System

Components LF 1×15”(380mm)/3”voice coil, 

HF 1×1.4”(36mm)/3”voice coil

Power rating 400W RMS, 1200W Peak

Impedance 8 ohms

Dispersion 90 x 40°

Frequency 
response 50Hz – 16kHz (Preset)

Sensitivity 107 dB

Maximum SPL 130.9 dB

Crossover 1.5kHz Passive

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 690mm x W 460mm x D 420 mm

Weight 28.1 KG

Specifications
Type Subwoofer Speaker System

Components LF 1×10”(65mm)/2.56”voice coil

Power rating 300W RMS, 900W Peak

Impedance 8 ohms

Frequency 
response 45Hz – 165Hz (Preset)

Sensitivity 91 dB (broadband)

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 336mm x W 430mm x D 348mm

Weight 12.8 KG
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The Pure P12S, a compact subwoofer
The Pure P12S is the bass extension for the P8 and 
P10 speakers with broader frequency response at 
higher SPL levels than the P10S. Its compact size 
lets you deploy it unobtrusively in many settings 
and applications, giving you great bass detail. For 
performance, reliability, phase coherency and superb 
sound quality use the Aaron B DSP and amplifier. It 
comes with the M20 top hat mount system, standard 
black and white finish with other colours available 
on request. Quality birch ply gives you a robust 
subwoofer speaker that stands up to life’s hard knocks 
and has excellent tonal qualities. You can use the 
versatile P12S in many installations and applications 
including clubs, houses of worship, retail, corporate 
AV and theatres.

The Pure P15S, a compact subwoofer
The Pure P15S is the bass extension for the P10 and 
P12 and comes with the M20 top hat mount to let you 
pole mount the speakers. Still compact, and as you 
would expect, it has a broader frequency response 
than the P12S and P10S at higher SPL. Standard 
black and white, but you get optional other colours 
on request. For the best sound quality and phase 
coherence pair with the Aaron B DSP and 
amplifier solution. The flexible P15S subwoofer 
speaker deploys discretely in many applications, 
including but not limited to nightclubs, bars, mobile 
DJ set-ups, houses of worship, corporate AV and live 
music performances. It’s an ideal speaker for both 
portable and installed sound applications.

Applications
Portable & Installation sound

Club, Bar & Restaurant systems

Corporate & AV systems

Retail & Leisure centres

Live Music

 
Key features
Compact birch plywood enclosure

300W

M20 Top hat mount

NL4 connectors

Available in Black or White

Applications
Portable & Installation sound

Club, Bar & Restaurant systems

Corporate & AV systems

Retail & Leisure centres

Live Music

 
Key features
Compact birch plywood enclosure

500W

M20 Top hat mount

NL4 connectors

Available in Black or White

Specifications
Type Subwoofer Speaker System

Components LF 1×12”(75mm)/3”voice coil

Power rating 300W RMS, 900W Peak

Impedance 8 ohms

Frequency 
response 40Hz – 150Hz (Preset)

Sensitivity 96 dB (broadband)

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 386mm x W 530mm x D 400mm

Weight 19.3 KG

Specifications
Type Subwoofer Speaker System

Components LF 1×15”(100mm)/4”voice coil

Power rating 500W RMS, 1500W Peak

Impedance 8 ohms

Frequency 
response 35Hz – 140Hz (Preset)

Sensitivity 98 dB (broadband)

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 462mm x W 606mm x D 472mm

Weight 32 KG
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PURE SERIES P18S PURE SERIES Accessories

The Pure P18S, a compact subwoofer
The largest subwoofer speaker in the Pure series, the 
P18S, gives a broader frequency response at high SPL. 
It is the bass extension for the P12 and P15 speakers, 
team it with the Aaron B DSP and amplifier solution to 
ensure phase coherence and optimum performance. 
Naturally, you get an M20 top hat mount so you can 
mount the other speakers on a pole.  The standard 
colours are black and white, but you can get different 
colours by request. Plenty of applications can use this 
subwoofer speaker for portable and installed sound. 
You can use it in places like bars, nightclubs, theatres, 
live music, mobile DJ set-ups. It is a reliable subwoofer 
speaker as part of your PA system. 

Applications
Portable & Installation sound

Night Club & Bar Systems

Corporate & AV systems

Mobile DJ’S

Live Music

 
Key features
Compact birch plywood enclosure

500W

M20 Top hat mount

NL4 connectors

Available in Black or White

Specifications
Type Subwoofer Speaker System

Components LF 1×18” (100mm)/4” voice coil

Power rating 500W RMS, 1500W Peak

Impedance 8 ohms

Frequency 
response 32Hz – 125Hz (Preset)

Sensitivity 100 dB (broadband)

Connections NL4 Input 1+/- , Thru 2 +/-

Finish Black or white textured paint

Dimensions H 536mm x W 580mm x D 700 mm

Weight 43 KG

All accessories have been designed to support the Pure Series meeting safety standards.
All are available in black and white.

Stands & Poles
We have an extensive range of practical stands and top hat poles for the Pure series. We use the best in the 
business – König & Meyer, made from durable steel with a unique expanding mandrel system. You can rely on 
a tight, firm fit and the speaker will not lean, turn or vibrate on these high quality poles. All the poles come with 
M20 threads so you can screw them directly into the M20 mount point on the Pure Series subwoofer speakers. 
See our full range for details.

ABPOLE 1.4 ABPOLE 1.8 ABPOLE HC 1.5 ABSPKSTAND

ABM20BASE

RINGLOCK

P6TH
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PURE SERIES Accessories PURE SERIES Amplifiers

Portrait and Landscape Yokes
Our yokes have M12 mounting holes giving you the flexible options of fixing them onto trusses (use half couplers) 
or poles mount brackets. These yokes have three height options to adjust the amount of flushness, and you can 
angle the speakers across a 90-degree range. These steel yokes have strength, durability, and an attractive 
powder-coated finish. See the whole range for more information. Made in the UK.

Portrait Yokes

Landscape Yokes

Rear Mount Installation Brackets
The rear mount brackets for the Pure series lets you tilt and turn the speaker to the perfect orientation. They are 
unobtrusive and invisible when viewing the speaker from the front as they mount the speaker directly on the wall 
– ideal for installed sound systems. These steel brackets have strength, durability, and an attractive powder-coated 
finish. See the whole range for more information. Made in the UK. 

ABWB-65
For use with the P6

ABWB-100
For use with the P12 & P15

ABWB-75
For use with the P8 & P10

ABP6-PY-B

ABP6-LY-B ABP12-LY-B

ABP12-PY-B ABP15-PY-BABP8-PY-B

ABP8-LY-B ABP15-LY-BABP10-LY-B

ABP10-PY-B

Amplifier Specification
Both the Core Series and X-Core amplifiers come with internal DSP. The DSP contains fixed pre-programmed 
settings for every Aaron B speaker. This approach gives you push-button loading of the speaker module, including 
Crossover points, Filters, EQ, Limiters, Delay, and Gain. You get consistent audio quality and reliability every time 
you connect your speakers to our amplifiers. If you have different amplifiers, you can use our ISC48 processor. It 
uses the same DSP as the Core Series amplifier. All controls and presets are the same, but you will have to set the 
amplifier gains and limiters manually. 

You can control your devices on an ethernet network with our PC application System Engineer. It enables you to 
load presets, control the DSP, create groups, overlays and much more. The Aaron B amplifier and control systems 
are optimized to give you a high-end professional audio experience with power and lucid integrated DSP audio 
performance. We take care of the technology so you can deliver pure sound in any situation.

RMS per channel, all channels driven
Model 8 ohms 4 ohms 2 ohms

X-Core 450W 800W 1200W

Core 410 1500W 2500W 2500W

Core 420 1500W 3000W 5000W

Core 806 750W 750W 750W

Recommended maximum loudspeakers per amplifier channel
Model P6 P8 P10 P12 P15 P10S P12S P15S P18S

X-Core X5 6* 3 2 2** 2** 3* 2** 2** 2***

Core 410 8 4 4 4 4 4 4 3 3

Core 420 8 4 4 4 4 4 4 4 4

Core 806 6* 4* 2 2** 2** 3* 2** 2** 1

Notes
* Recommended for less intense applications 

** Limited Maximum SPL (unless used in bridge mode for subwoofers only) 

*** Bridge mode only (note: for this, we use two channels of the amplifier) 

When using the ISC48 with third party amplifiers we cannot guarantee the quality and reliability of our speakers. This will be at the user’s risk.11 12

X-Core X5

Core Series

Core Series ISC48



E: info@aaronbaudio.co.uk
T: 0161 746 4183

Unit 5 Quest Park, Moss Hall Road, Heywood, Bury, BL9 7JZ

W: www.aaronbaudio.co.uk

AARON B IS A BRAND & TRADEMARK OF K&A AUDIO SYSTEMS UK LTD
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